J & M International, LTD.

1400 East Grainger Rd.

Brooklyn Heights, OH 44131

Phone: 800.860.0232 Fax: 216.631.9486
janet@imiltd.com

Product Type: Model YK-17, 3-PC Stainless Steel and Carbon Steel Threaded, Socket Weld, or Butt Weld Ball

Valves

Product Name: YK17-1-1/4

Product Attributes:

D: 0.43

E: 0.43

W: 0.55

H: 2.09
Size: 1-1/4
dd: 1.26
L: 4.33

Material List:

Part Name
Body

End Caps
Ball

Stem

Ball Seats
End Seals
Stem Packing
O-Ring

Disc Spring
Retaining Ring
Bolts

Bolt Nuts
Bolt Washers

Specification
ASTM A351 CF8M
ASTM A351 CF8M
ASTM A351 CF8M
S.5.316

PTFE

PTFE
PTFE+15%G.F.
VITON
SUS304CSP
S.5.304

S.5.304

S.5.304

S.5.304
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https://jmiltd.com/product-category/stainless-steel-and-carbon-steel-actuator-ready-valves/model-yk-17/
https://jmiltd.com/product-category/stainless-steel-and-carbon-steel-ball-valves/3-pc-stainless-steel-and-carbon-steel-ball-valves/
https://jmiltd.com/product-category/stainless-steel-and-carbon-steel-ball-valves/3-pc-stainless-steel-and-carbon-steel-ball-valves/
https://jmiltd.com/product/yk17-1-14/
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